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1 General

ads-tec GmbH thanks you for expressing your confidence in our products by purchasing this Industrial PC or
Terminal. This product is delivered with Ubuntu Linux 10.04 LTS with some OEM improvements and extra
functionalities. This document describes how to work with those extra functionalities that have been implemented
by ads-tec GmbH for this Operating System.

To find more information on Ubuntu go to: https://help.ubuntu.com/10.04/index.html

2 User access to system wide configuration

The Linux Ubuntu 10.04 LTS installed on your IPC has a default user account called “ads-tec” . This user is
automatically logged in when you turn on your terminal. Linux is a UNIX clone, which means, it resembles the
authorization policy schema of an UNIX system. There are some system wide configurations that the user “ads-
tec” could not change directly. Only the Linux administrator user, also called “root” , can make system wide
changes. The Ubuntu policy is slightly different as in a UNIX system. Ubuntu has a “root” user, but you cannot
access this user account directly as in a normal UNIX system. Instead of that, the Ubuntu operating system will
ask the default password of the user “ads-tec” in order to make system wide changes or configurations.

The default password of user “ads-tec” is “adstec123” . You can change this password at any time. Here is a
sequence of steps that you must follow to do that:

Click on the right-hand side of the top bar where “ads-tec” user is name is displayed:
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It will drop down a user menu. Click on the first option (topmost option) of this menu, you will see the
following window:

Username: ads-tec

Ch Pa: rd...
ads-tec LMQ_J

Contact Address Personal Info

work: | |
Home: | |
Telephone

work: | | workfax: |
Home: | ‘ Maobile: | |
Instant Messaging

Jabber: ‘ | Yahoo: | |
MSN: | | amicnat: | |
1C0Q: ‘ | Groupwise: | |

: _

Now you can press the “Change Password...” button, the following dialog will appear:

Change your password
To change your password, enter your current password in the
field below and click Authenticate.
After you have authenticated, enter your new password,

retype it for verification and click Change password.

Current password: [

I
ke

)

To finally change the password, you must confirm the access permission typing the old password and
pressing the “Authenticate” button.

After that, you can type the new password (twice), and then click on “Change password”. The password
is then changed, after that you can click on the “Close” button.
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After these steps are completed, you will have a new password for the access of system wide configuration
changes. The following list shows the applications that will ask for this password (all these applications are under
the menu System->Administration):

Disk Utility

Language Support

Login Screen

Printing

Software Sources

Synaptic Package Manager
Time and Date

Update Manager

User and Groups

Note: some of these applications prompt for the password before they can be used, while other applications
provide an Unlock Button.

There are some tasks that you may perform in a Command Line Interface (also called CLI), or a terminal. Some
of these tasks require system wide permissions. Then, you have to use the command called “sudo”. It will ask for
the password of the user “ads-tec”.

3 ads-tec Configuration Center

The Configuration Center is a central program where you can start the different applications to configure your
ads-tec system. According to what model you had purchased, the content of the Configuration Center will be
different.

To run the Configuration Center, you must navigate to menu:
->Applications->ads-tec->Configuration Center

Here you can see the content of Configuration Center on a VMT6000 Series system:
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The applications in Configuration Center are:
Screenmob: disable the touch screen for 60 seconds or until you press the “esc” key;

Brightness Control: Configures the automatic brightness on VMT6000 Series System;

Softkeyboard: Launch the software keyboard, application that emulates a keyboard on screen, to be
used with the touch screen;

Elo Touchscreen Properties: Configures the touch screen properties;
Calibrate Touchscreen: idem;
Power Button: Configures the reaction of the power button on VMT6000 Series System;

Ignition Control: Configures the Ignition Sensor on VMT6000 Series System

The Following applications are not active on Configuration Center on OPC7000 Series Systems:

Brightness Control
Power Button

Ignition Control

If you click on the Information menu item of the Configuration Center you will see some internal information of
your system, like the device type or serial number.

) Device Type: VMTEOLS
Configuration iz yumber. AX00433734
Board Revision: 03194-Df02
DVG Number: VMTEOL15 204-AA AAOD
Firmware Version: 0.60
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4 Elo Touchscreen Properties

This is a proprietary application of ELO TouchSystems, a Tyco Electronics Corporation business. It is integrated
inside the Configuration Center but it is not a proprietary application made by
ads-tec GmbH.

This is the first screen of the ELO Touchscreen Properties application. It also can be seen when you press the
Menu “General” on the Menu bar at the top of the application. From this screen you can run the touch screen
calibration tool. Exactly the same tool that you can run on the Configuration Center as “Calibrate Touchscreen”.
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The third screen configures a beep sound when you touch, as a audible clue to the functioning of the touch
screen. It is accessed through the menu “Sound”

The following screen that is accessed through the menu “Touchscreen-0" shows the status of the actual touch
screen. If you find any problem with your touch screen you can make a diagnostic in here.
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5 Calibrate Touchscreen

This will run a calibration tool from ELO TouchSystems. As before, this is a proprietary application of ELO
TouchSystem included on Configuration Center for convenience. This application can be started by the “Elo
Touchscreen Properties”.

B

You also can run the calibration tool by pressing the and buttons simultaneously.

You will see the following screen:

&)

Touclt ihe Irgels [rone 2 position of ROrmal tst..

[ BRI target fas & timeout of 30 seconds §

To complete the calibration procedure you must touch the indicated points, each point has a timeout of 30
seconds.
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6 Package repository

To make an update of the software packages you must use the “Synaptic Package Manager”

application on the menu “System -> Administration -> Synaptic Package Manage

following screen:

adsih

. You will find this
r" as you can see in the

This application will ask for the user password. After a few seconds you will see a window like this:

File Edit P

C @

All

Amateur Radio (universe)
Base System (universe)
Communication
Communication (multiverse)
Communication (universe)
Cross Platform

Cross Platform (multiverse)
Cross Platform (universe)
Databases

Sections
Status
Origin

Custom Filters

Search Results

Quick search

Reload Mark All Upgrades

| 4

Package

2vcard
3270-common
3dchess

4g8

Gtunnel

10Ol

10

9hase

No package is selected.

30400 packages listed, 1346 installed, 0 broken. O to install/upgrade, O to remove

Q

Search

Installed Version

Lates
0.5-3
3.3.74
0.8.1-
1.0-3
0.11n
1-4-1

¥
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If this is the first time you run the Package Manager, a small window will appear with a quick introduction of the
application.

All the software packages are stored in public repositories. The system has automatic configured the default
Ubuntu repositories for you. Of course, you can add Third-Party repositories to include software for others
vendors. There is an additional ads-tec software repository that points to our latest software updates for your
system.

More information over the Package management on Ubuntu can you find on the following link:

https://help.ubuntu.com/10.04/add-applications/C/in dex.html

To configure the software repositories, you must go to the menu “Settings -> Repositories”  on Synaptic.
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It will appear the “Software Sources” window. To add an extra Third-Party repository you must go to the “Third-
Party Software” tab and click on the “Add...” button.

In this window you will see the definition of our (ads-tec GmbH) software repository. It is by default selected. We
recommend do not deselect or delete these repositories. In case you delete these addresses, they are defined as

deb http://www.ads-tec.de/fileadmin/ads-tec/downloa d/software/ubuntu lucid main
deb-src http://www.ads-tec.de/fileadmin/ads-tec/dow nload/software/ubuntu lucid main
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